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Preface 
 

 

 

 

 

 

 

 

 

 

 

 

 

Cautions ● Do not operate the mower without understanding the descriptions of this Manual. 

 ● When permitting some other person to operate the mower or transferring it, give 

this manual together with the mower. 

 ● If the manual or safety nameplate is lost or damaged, order a substitute promptly 

from our company or our dealer. 

 ● This Instruction Manual includes “Precautions for safe operation”. Be sure to read 

them before operating the mower. 

 ● Contact your dealer about doubts or comments, if any. 

 

Notice ● Components or other specifications of the mower may be subjected to 

modifications for the purpose of improvement. As a result some descriptions, 

photos, or illustrations in this manual may differ from actual conditions. 

 ● This manual has been prepared with utmost efforts to avoid mistakes or omissions. 

Even if any mistakes or omissions are found nevertheless, they may not be 

immediately corrected. 

 

 

 

 

Be sure to read this Instruction Manual 
before starting operation of the mower. 

Thank you for your purchase of SHIBAURA Riding Reel Mower. 

This Instruction Manual describes how to handle the mower and 

precautions to be observed when operating it. 

Please read this manual carefully to understand the mower and handle it 

correctly. 

After having read the manual, keep it close to the mower. 
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Meaning of symbols 

Danger 
Means that, if you do not observe the 

warning, death or serious injury will 

result. 

 

Warning 

Means that, if you do not observe the 

warning, death or serious injury may 

result. 

 

Caution 
Means that, if you do not observe the 

caution, you may be injured. 

 

 

 

[Caution for handling] 

 

Provides cautions for operations 

which operators are apt to mistake. If 

you do not observe the caution, 

machine damage or failure may 

result. 

 
<Reference> Supplemental description to improve 

operating efficiency or avoid incorrect 

operation. 

 

Object of mower 

 

This mower is used to cut the grass on golf courses and lawns 

with various implements installed according to the object. 

Never operate it for other purposes or on a steep slope, etc. 

which require the mower capacity beyond the specified one. 

Never modify the mower either. If the mower is used for any 

purpose other than specified or modified, the warranty is not 

applied. (See the warranty form for details.) 
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● Cautions described here are vital for your safety. You should observe these cautions without fail. 
● If you do not observe these cautions, death, injuries, accidents, or damages of the machine may be 

caused. 
* Depending on the model you purchase, some descriptions in the manual may not be different from 

actual condition. You should keep it in mind beforehand. 
 

1. General precautions 
 

Warning 

���� Do not operate the mower in the following cases: 

● You cannot concentrate yourself to the work because of fatigue, sickness, influence of drug, 
or other reason. 

● You are drunken. 
● You are pregnant. 
● You are under 18 years old. 

[If you do not observe these cautions:] 
Unexpected accident may be caused. 

 

 

���� Wear clothing suitable to works. 

Headband, neck wrap, or towel hung from the waist are not permitted. Wear a helmet, shoes 
with creepers, protectors suitable to the work and clothing not loose. 

[If you do not observe these cautions:] 
You may get caught by the machine or slip and fall down. 

 

 

���� When allowing someone to use the machine: 

Explain the handling method in detail and tell him/her to read the “Instruction Manual” without fail 
before operating the machine. 

[If you do not observe these cautions:] 
Death, serious injury or damage of the machine may result. 
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Section 1  Be sure to observe for safe operation 

2. Before starting operation 
 

Warning 

� Do not allow anybody other than the operator to get on the machine. 
Passenger capacity of this machine is one. Do not allow anybody other than the operator to get 
on it. 
[If you do not observe these cautions:] 
Unexpected accident may be caused. 
 

 

� When starting the engine, be sure to take the driver’s seat and check the 

safety around the machine. 
When starting the engine, be sure to sit on the driver’s seat and check the seat position and 
safety around the machine. 
[If you do not observe these cautions:] 
Unexpected accident may be caused. 

 

Caution 

� Warm up the engine in cold seasons. 

Be sure to warm up the engine in cold seasons. 
[If you do not observe these cautions:] 
Required machine performance cannot be obtained. 
 

 

� Be careful for hot muffler. 

During operation and immediately after the engine is stopped, the muffler is hot. Do not touch it. 
[If you do not observe these cautions:] 
You may be burnt. 
 

 

� Prohibited modification of machine 

Do not install an attachment not genuine or not specified. Do not modify the machine. 
[If you do not observe these cautions:] 
Accident, injury or damage of the machine may be resulted. 
 

 

���� Inspection and services 

Always before starting and after completion of operation of the machine, inspect and service it. In 
particular, inspect and service the steering wheel, brake, lever and other steering units, wheel 
and other traveling units, electric parts and cords to secure proper operation. 
[If you do not observe these cautions:] 
Accident, injury, or machine failure may result. 
 

 

���� Subject to periodical inspections and services. 

Subject to yearly periodical inspections to service each part. In particular, replace the power 
steering hose every 2 years and inspect the electric wiring every year. 
[If you do not observe these cautions:] 
Accident or failure due to improper services may result. 
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3 Inspections and services before and after operation 
 

 

Danger 

���� Supply or replenish the oil when the engine is cold. 
Never supply or replenish the oil while the engine is running or hot. 
[If you do not observe these cautions:] 
The fuel may ignite and cause a fire hazard. 
 

 

���� Prohibited fire when replenishing the fuel. 

Do not replenish the fuel with a cigarette in the mouth or do not illuminate by an open fire. 
[If you do not observe these cautions:] 
The fuel may ignite and cause a fire hazard. 
 

 

���� Prohibited fire when inspecting the battery. 

Do not approach fire when inspecting or charging the battery. 
[If you do not observe these cautions:] 
The battery may catch fire or explode and you may be burnt. 

 

 

���� Do not allow the battery electrolyte to attach to your body. 

Be careful so that the battery electrolyte does not attach to your body or clothing. If it attaches, 
wash it away immediately in water. 
[If you do not observe these cautions:] 
You may be burnt or clothing may be broken. 

 

 

���� Be careful about the fuel leakage. 

If the fuel pipe is damaged, fuel may leak. Be sure to check the fuel pipe. 
[If you do not observe these cautions:] 
A fire may arise. 

 

 

���� Close the fuel cap and wipe away spilt fuel. 

After replenishing the fuel, close the fuel cap securely and wipe away the spilt fuel completely. 
[If you do not observe these cautions:] 
A fire hazard may be caused. 
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Section 1  Be sure to observe for safe operation 

Warning 

���� Inspect or service the machine on a flat and stable surface. 
Chock the wheels on a flat and stable surface where the work is not prevented by the traffic or 
the machine does not fall down when inspecting or servicing the machine. 
[If you do not observe these cautions:] 
Machine may fall down or unexpected accident may be caused. 

 

 

���� Remove dust around the muffler and engine. 

Inspect around the muffler and engine to see grass, debris or fuel attached every day before 
starting the operation. 
[If you do not observe these cautions:] 
A fire may be caused. 

 

 

���� Do not overinflate the tire exceeding the specified air pressure. 
When inflating the tire with the air, be careful so tat the air pressure does not exceed the 
specified value. 
[If you do not observe these cautions:] 
Tire may blow out and injury may be caused. 

 

 

���� Be sure to inspect electric parts and cord. 

Check that the wiring cord is not in contact with other parts and check for peeled sheathing or 
loosened contact every day before starting operation. 
[If you do not observe these cautions:] 
Cord may be short-circuited and cause a fire. 

 

 

���� Do not allow the battery electrolyte level to lower under the “LOWER” line. 

Check that the electrolyte solution level to be between the upper and lower limits. Never allow it 
to be under the lower limit. 
[If you do not observe these cautions:] 
If the electrolyte decreases under the lower limit, the contact point of the pole plate in the vessel 
is exposed out of the electrolyte, and spark generated at the time of engine start may ignite the 
gas in the vessel and explode. 

 

 

���� Be careful about the exhaust gas. 

Do not start the engine in a closed room or place. Start the engine well ventilated out of doors. If 
the engine should be started indoors for some reason, ventilate the room enough. 
[If you do not observe these cautions:] 
Exhaust gas may cause toxication and death. 

 

 

���� Be sure to inspect the brake and steering wheel. 

Check the brake to avoid failure or uneven working and check the steering wheel to avoid 
excessive play. 
[If you do not observe these cautions:] 
Accident may be caused. 
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Warning 

���� Be careful for high pressure oil. 
Check the hydraulic couplings and hoses for looseness or damages constantly. Before removing 
the couplings and hoses, release the pressure in the hydraulic circuit. 
[If you do not observe these cautions:] 
High pressure oil may break your skin and cause injury. 

 

 
 

Caution 

���� Install or remove the battery in a correct procedure. 

Connect the positive (+) terminal of the battery first and remove the negative (–) terminal first. 
[If you do not observe these cautions:] 
Short circuit, burnt or fire may result. 

 

 

���� Stop the engine during the inspections and services. 

When inspecting, servicing, repairing or cleaning the machine, be sure to stop the engine. 
[If you do not observe these cautions:] 
You may be caught under the machine or injured. 

 

 

���� Be sure to reinstall the covers. 

If you have removed the covers for the inspection, service or other reason, be sure to reinstall 
them. 
[If you do not observe these cautions:] 
You may be caught by the movable parts of the machine and injured. 

 

 

���� Inspect or service after the heated parts cool down. 

Inspect or service the machine after the heated muffler, engine or other parts have cooled down. 
[If you do not observe these cautions:] 
You may be burnt. 

 

 

���� Use proper tools according to objects. 

Control the tools required for inspections and services correctly and use tools properly according 
to the object. Provide tools required for inspections and adjustment on the machine. 
[If you do not observe these cautions:] 
Improper services may lead to an accident. 



 

 

 

12 
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4. Transporting the machine 
 

 

Warning 

���� Do not operate the machine by inertia on the footboards. 
Operate the machine on a slope or footboards carefully. Avoid operate it by inertia with the speed 
change lever at the neutral position. 
[If you do not observe these cautions:] 
Machine may run down the slope by its own weight and roll down. 

 

 

���� Use footboards with sufficient strength, length and width. 

Load or unload the machine on a flat place clear of traffic danger, after stopping the engine of the 
truck, applying the side brake and choke to the wheel. Select footboards with sufficient width, 
length and strength and not slipping. 
[If you do not observe these cautions:] 
Fall down or other accident may result. 

 

 

���� Load the machine by reversing and unload by forwarding. 

Load the machine onto the truck by reversing it and unload it by forwarding. 
[If you do not observe these cautions:] 
The machine may lose balance and cause an accident, such as a fall down, etc. 

 

 

���� Fix the machine to the truck with a rope. 

When loading the machine onto the truck for transportation, apply the parking brake and fix the 
machine to the truck with a strong rope. 
[If you do not observe these cautions:] 
The machine may fall down from the bed causing an accident. 
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5. When traveling or going into or out of a field 
 

 

Warning 

���� Prohibited traveling on general roads 

This machine has not acquired a sanction as a special-purpose car and cannot travel on general 
roads. 
[If you do not observe these cautions:] 
You may be punished due to violation of the Road Traffic Act. 

 

 

���� Confirm the safety nearby and start the machine slowly. 

Check the safety nearby, start the engine and start the machine slowly avoiding quick start. 
[[If you do not observe these cautions:] 
Injury may result. 

 

 

���� Be careful for the shoulder of the road when traveling. 

On a road with a ditch or sloping on both sides, be careful about the shoulder of the road. 
[If you do not observe these cautions:] 
The machine may fall down. 

 

 

���� Prohibited sudden start, stop or turning or too high speed 

Start and stop the machine slowly. Decrease the speed when making a turn. On an uneven road 
or a road with many curves, decrease the speed fully. 
[If you do not observe these cautions:] 
Turn over, fall down or damage of the machine may result. 

 

 

���� Change of speed prohibited on a slope or footboards 
Select a proper speed in advance and do not change the speed on a slope or footboards. 
[If you do not observe these cautions:] 
The machine may go down the slope by its own weight and cause an accident. 

 

 

���� Use footboards when crossing a ditch 

Be sure to use footboards when entering a field, crossing a ditch or passing on a soft ground. 
Use footboards with a width, length and strength suitable to the machine. 
[If you do not observe these cautions:] 
An accident due to slip or turn over may be caused. 

 

Caution 

���� Apply the parking brake during warming up 
[If you do not observe these cautions:] 
The machine may start to run by itself and cause an accident. 

 

���� Do not apply the brake or operate the pedal suddenly while traveling at a high 

speed. 
[If you do not observe these cautions:] 
Turn over or fall down may arise. 
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Section 1  Be sure to observe for safe operation 

6. Operation 
 

Warning 

���� Install or remove the implements on a flat surface. 
Install or remove the implements on a flat and stable surface. Illuminate properly in the night. 
[If you do not observe these cautions:] 
Accident may arise. 

 

 

���� Do not use a person or object as a weight. 

Do not allow a person to get on the machine or use some object as a weight. Use a genuine front 
weight suited to the implement. 
[If you do not observe these cautions:] 
Injury may be caused. 

 

 

���� Do not allow people to approach the machine and implements. 

When moving the machine, do not allow people to approach the machine or to be between the 
machine and implement. 
[If you do not observe these cautions:] 
Injury may be caused. 

 

 

���� When installing a heavy implement, keep balance using weights. 

When installing a heavy implement, keep balance using weights. 
[If you do not observe these cautions:] 
Balance may be lost, causing an accident. 

 

 

���� Be sure to read the instruction manual for the implement when installing it to 

the machine. 
When installing an implement to the machine, be sure to read the instruction manual for the 
implement in advance. 
[If you do not observe these cautions:] 
Injury or damage of the machine may be caused. 

 

 

���� Be careful when turning with an implement installed. 

Some implements are considerably long. When making a turn, be careful about people or objects 
around the machine. 
[If you do not observe these cautions:] 
The implement may collapse or injure somebody. 

 

 

���� Be sure to wear protectors. 

Be sure to wear safety goggles, helmet or shoes with creepers.  
[If you do not observe these cautions:] 
You may be injured. 
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Warning 

 

���� Do not get under the implement or tread the foot under the implement. 

Do not go or put out you foot underneath the implement. 
[If you do not observe these cautions:] 
When the implement lowers, you may be injured. 

 

 

���� Remove stone or other obstacles in the field before starting operation. 
[If you do not observe these cautions:] 
Accident, injury or machine failure may result. 

 

 

���� Prohibited rapid start, stop, or turning or overspeed 

Start or stop the machine gently. When making a turn, decrease the machine speed sufficiently. 
On a slope or irregular ground, decrease the speed and move slowly. 
[If you do not observe these cautions:] 
Turn over, fall down or machine failure may result. 

 

 

���� Be sure to stop the engine when checking grass wound around the blade or 

clogging 
When removing the grass wound around the cutting blade or when checking clogging of the 
implement, be sure to stop the engine. 
[If you do not observe these cautions:] 
You may be caught by the machine and an accident may result. 

 

 

���� Prohibited speed change on a slope 

Select a proper speed in advance and do not change the speed on a slope. 
[If you do not observe these cautions:] 
Fall down, or machine damage may result. 

 

 

���� Do not allow children to approach. 

Be careful about children so that they do not approach the machine. 
[If you do not observe these cautions:] 
Injuries may result. 

 

 

���� If abnormal vibration is generated, check and correct immediately. 
If abnormal vibration is caused, stop the engine immediately, trace the cause and correct. 
[If you do not observe these cautions:] 
Accident, injury, or machine failure may result. 

 

 

���� Do not allow a person to approach the mower discharge port. 

Grass or debris may run out. Stone may rush out sometimes. 
[If you do not observe these cautions:] 
Injuries may result. 
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Warning 

���� Do not drive the machine looking off or without holding on. 
[If you do not observe these cautions:] 
Injuries may result. 

 

 

���� When leaving the machine, stop the machine on a flat surface and stop the 

engine. 
When leaving the machine, stop it on a flat and stable surface, stop the engine, and be sure to 
apply the parking brake and a choke. Lower the implement on the ground. 
[If you do not observe these cautions:] 
Machine may move and cause an accident. 

 

 

���� Do not allow anybody to get on the machine 

The passenger capacity of this machine is one. Do not allow anybody other than the driver on the 
machine. 
[If you do not observe these cautions:] 
Unexpected accident may arise. 

 

 

���� When cutting dried grass, carry a fire extinguisher. 
If dried grass touches or accumulates on the engine, muffler, or exhaust pipe, it may catch a fire. 
Carry a fire extinguisher or a canteen full of water. 
[If you do not observe these cautions:] 
A fire may result. 
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7. After completion of operation or when storing the machine 
 

 

Danger 

���� Supply oil after the engine has cooled. 
Never supply oil while the engine is running or hot. 
[If you do not observe these cautions:] 
The fuel may catch fire and a fire hazard may arise. 

 

 

���� Do not open the cap of the radiator while it is hot. 

While the radiator is hot, never open the radiator cap. 
[If you do not observe these cautions:] 
Hot water may gush out and you may be burnt. 

 

 

���� Lay the sheet over the machine after the muffler and engine have completely 

cooled down. 
Cover the machine with a sheet, if required, after the muffler and engine have cooled down 
enough. 
[If you do not observe these cautions:] 
A fire may be caused. 

 
 

Warning 

���� Inspections and services on a flat and stable surface 

Chock the wheels on a flat and stable surface where the work is not prevented by the traffic or 
the machine does not fall down when inspecting or servicing the machine. 
[If you do not observe these cautions:] 
Machine may fall down or unexpected accident may be caused. 

 

 

���� Remove debris around the muffler and engine. 

Check for grass, debris or fuel attached around the muffler or engine every before starting 
operation. 
[If you do not observe these cautions:] 
A fire may arise. 

 

 

���� Be sure to check electric parts and cords 
Check the wiring cords for contact with other parts, peeled sheathing, or loosened contact every 
before starting operation. 
[If you do not observe these cautions:] 
Short-circuit may be caused leading to a fire. 

 

 

���� Remove the battery and key when storing the machine for a long time. 
If the machine is not used for a long time, remove the battery and pull out the key and keep them 
in custody. 
[If you do not observe these cautions:] 
Accident may be caused. 
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Caution 

���� Be careful for high-pressure oil. 
Constantly check the hydraulic joints and hoses for looseness or damages. Before removing the 
joints or hoses, release the pressure in the hydraulic circuit. 
[If you do not observe these cautions:] 
High-pressure oil may break your skin, leading to an injury. 

 

 

���� Remove and install the battery in correct procedure. 

When installing the battery, connect the positive (+) terminal first and, when removing, 
disconnect the negative (–) terminal first. 
[If you do not observe these cautions:] 
Short-circuit may be caused leading to injuries or fire hazard. 

 

 

���� Stop the engine during inspections and services. 
When inspecting, servicing, repairing or cleaning the machine, be sure to stop the engine. 
[If you do not observe these cautions:] 
You may be caught under the machine or injured. 

 

 

���� Be sure to reinstall covers. 

If covers are removed for inspections or services, be sure reinstall them. 
[If you do not observe these cautions:] 
You may be caught by moving parts of the machine and injured. 

 

 

���� Inspections and services after hot parts have cooled down. 

Wait for the muffler, engine and other hot parts cool down enough before inspections and 
services. 
[If you do not observe these cautions:] 
You may be burnt. 
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8. Location to stick safety nameplate 
 
Safety nameplates are attached to the machine as shown below to secure safe operation. 
Keep the safety nameplate unstained or broken. If broken or lost, replace with new ones. 

 

 
No. Parts No. Name No. Parts No. Name 

① 390195580 Caution plate (sudden stop) ⑦ 390196090 Caution plate (muffler) 

② A90630010 Warning label (cutter blade) ⑧ 390196100 Caution plate (radiator) 

③ 390196990 
Caution plate (high 
pressure hose) 

⑨ 490992230 Caution plate (fan belt) 

④ A90610320 Caution plate (slope) ⑩ 390196040 
Caution plate (rotary 
parts) 

⑤ 390196030 Caution plate (fire) ⑪ 490992480 Caution mark (battery) 

⑥ 390196110 Caution plate (exhaust gas) ⑫ 390196280 Caution plate (handling) 

 
 



Section 2  Service and warranty 
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1. Keep the warranty form with care 

The “Warranty Form” is required for repairs 
provided under the warranty. After reading the 
warranty form, keep it with care. 
(Warranty form is attached as the last page of 
this manual together with the “Safety 
description/check card”. Please feel free to 
inquire your dealer or our sales office (refer to 
the end of this manual) about troubles or 
questions during operation. 
 
Tell the following items when inquiring: 

● Model and serial No. 
● Engine No. in case of engine trouble 
● Operating situation (type of work) 
● Operating time 
● Tell the situation when the trouble occurred in 

details as far as possible. 
 
 
 

 

2. Time limit for supply of repair 
parts 

Time limit for the supply of repair parts for this 
model is 8 years after the manufacture is 
discontinued. Even before the time limit, term of 
delivery for special parts may be determined 
after mutual consultation. Though the supply of 
repair parts is usually terminated by the above 
described time limit, term of delivery and prices 
of parts may be determined after mutual 
consultation if requested. 

 



Section 3  Names of components 
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1. Main machine and operating units 
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Section 3  Names of components 

2. Mower unit 
 

 

 



Section 4  Functions of operating components 
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1. Seat, switches and meters 

①①①① Seat 
The seat is provided with a flip-up arm rest. The 
seat position can be adjusted 
back and forth depending on the weight of the 
driver and reclined. 
 
● Back/forth adjustment 
 Flip-up arm rest is provided. The seat can be 

moved back and forth. Stop the seat at a 
desired position. 

 
 
● Adjustment for weight 
 Adjust the seat position with the grip under 

the seat on the front side. When the weight of 
the driver is heavy, turn the grip clockwise 
and if the weight is light, turn it 
counterclockwise. 

 

 
 
● Reclining mechanism 
 By inclining the reclining lever frontward, 

angle of the seat back can be changed. 

 
 
● Pocket 
 A pocket is provided at the back of the seat. 

Use it to store the instruction manual. 
 

 
 
● Seat belt 
 Adjust the seat to a proper position and fix 

the seat belt by clicking the fixture. To 
remove the seat belt, push the PRESS 
button on the buckle. 

 If the belt cannot be smoothly pulled out, 
return the belt once and pull it again. 
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②②②② Steering wheel 
Height and angle of the steering wheel can be 
adjusted. 
 
● Height adjustment 
 By turning the knob counterclockwise, the 

height of the steering wheel can be freely 
adjusted. Turn the knob clockwise to fix the 
knob. 

 

 
 
● Angle adjustment 
 By lifting up the lever, the angle of the 

steering wheel can be freely adjusted. Lower 
the lever and fix at a proper position. 

 It is convenient to position the lever in the 
extreme front using this mechanism when 
you getting on or off the machine. 
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③③③③ Meters 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

① Hour meter 

 The hour meter indicates the total operation 
time. Carry out the periodical inspections and 
services of the front mower according to this 
figure. 

 The rightmost figure shows 0.1 hour (6 
minutes). 

 e.g. 253 4: 253.4 hours (24 minutes) 
 

② Water temperature meter 

 Indicates the temperature of the engine 
cooling water when the key switch is at the 
[ON] position. 

 

③ Fuel meter 

 Indicates the remaining fuel in the fuel tank 
when the key switch is at the [ON] position. 

 

④ Glow lamp 
● By turning the key to the [HEAT] position, the 

glow lamp lights up and goes out about 5 
seconds later. 

● After the lamp goes out, turn the key quickly 
to the [START] position and start the engine. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

⑤ Engine oil pressure lamp 

 This lamp lights up when the key switch is at 
the [ON] position. It goes out when the 
engine starts, the engine oil begins to 
circulate and normal pressure is reached. 

 

⑥ Charge lamp 
 This lamp lights up when the key switch is at 

the [ON] position. It goes out when the 
engine starts and the battery is normally 
charged. 

 

⑦ Air cleaner lamp 
 If this lamp lights up during operation, the air 

cleaner element has been clogged. Clean 
the element in such a case. 

 

⑧ Parking brake lamp 
 This lamp lights up when the parking brake is 

applied. Be sure to check that the lamp is out 
while running. 



 

26 

Section 4  Functions of operating components 

④④④④ Overheat/engine oil pressure 
warning buzzer 

The overheat/engine oil pressure warning buzzer 
warns rise of engine water temperature and drop 
of engine oil pressure. 
 
<Overheat warning> 
When the engine water temperature rises and 
the pointer of the water temperature meter 
reaches the [H] position, the warning buzzer 
sounds. If the buzzer sounds during operation, it 
indicates overheat. In such a case, keep the 
engine at the idling speed for 5 to 10 minutes to 
cool the engine and then stop the engine. 
 
<Engine oil pressure warning> 
This warning functions in the same way as the 
engine oil pressure lamp. 
When the key switch is turned to the [ON] 
position, the warning buzzer sounds. When the 
engine starts, the engine oil begins to circulate 
and when the pressure reaches the normal value, 
the buzzer stops. 
If the warning buzzer starts to sound during the 
operation, and the needle of the water 
temperature meter is not at the [H] position, it 
indicates the engine oil shortage or dropped 
pressure. Stop the engine immediately in such a 
case. 

⑤⑤⑤⑤ Key switch (operated by the right 
hand) 

 

 
 

①[OFF]: ·······Position where the engine stops 

and the key can be inserted or 
removed. 

②[ON]: ·········The key is at this position during 

the operation of the engine. 

③[HEAT]: ·····Position to preheat the combustion 

room. 

④[START]: ···Position to start the engine. When 

you leaving the hand, the key 
automatically returns to the [ON] 
position. 

 

⑥⑥⑥⑥ Light switch 

By pressing the switch, the head light goes on. 
When the head light is ON, the light switch lamp 
also goes on. 
The meter inside is illustrated. 
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2. Pedals and levers 

①①①① Accelerator lever (operated by the 
right hand) 

 

 
 

A: Engine speed increases. 
B: Engine speed decreases. 

 
Used to increase or decrease the engine speed. 
 

②②②② Brake 
● Main brake (operated by the left foot) 
 

 
 
Used to stop the machine. By stepping the pedal, 
the brake is applied. Safe start device is provided. 
Be sure to step the safe start device when 
starting the engine. 

● Parking brake (operated by the left hand) 
 

 
 
By stepping the main brake and pulling up the 
rod, the parking brake is applied. To release the 
brake, step the main brake strongly. 
When the parking brake is applied and the key 
switch is at the [ON] position, the parking brake 
lamp lights up. 
When you leave the machine, apply the parking 
brake. 
 

③③③③ Forward and reverse pedals 
(operated by the right foot) 

 

 
 
Step the forward pedal to forward the machine 
and the reverse pedal to reverse it. 
There is no clutch pedal on this machine. By 
stepping the pedal strongly or weakly, the speed 
can be increased or decreased. 
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④④④④ Speed change lever and 4-wheel 
drive lever (operated by left hand) 

 

 
 
● Speed change lever 
Low [L] or high [H] vehicle speed can be selected. 
By pushing down the lever to the front side, high 
speed can be selected. The center position is 
neutral [N]. By pushing down to the rear side, low 
speed is selected. Keep the lever on the low 
speed side in normal operation and use the high 
speed side only when moving. 
Change the speed after having stopped the 
machine. 
 
● 4-wheel drive lever 
Auto 4WD or full-time 4WD can be changed 
over. 
By moving the lever to the position A, full time 
4WD is selected and at the position B, auto 4WD 
is selected. 

⑤⑤⑤⑤ Implement lifting/lowering lever 
(operated by the right hand) 

 

 
 
This lever is used to lift or lower the implement. 
By moving the lever to the A direction, the 
implement lifts up. By moving the lever to the B 
direction, the implement lowers. 
 

3. Control box 

A control unit using a micro computer is built in 
this machine to control the implement securing 
high working efficiency. For more complete 
operation, well understand the explanation below 
before operating. 
 

①①①① Cutting button 
This button is used to rotate or stop the rotary 
blades. By pressing the cutting button, the lamp 
lights up. By lowering the lifting lever to the auto 
B side, the rotary blades rotate. By pressing the 
lamp again, the lamp goes out and the rotary 
blade stops. 
If a trouble or error is detected in the control unit, 
the lamp lights up. 
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②②②② Lifting/lowering lever 
Used to lift or lower the mower. 
 

 
 
<While the cutting button lamp is out:> 
By pushing down the lever to the B auto side, the 
mower lowers and by pulling it up to the A lifting 
side, the mower rises only while the lever is 
being operated. 
 
<While the cutting button lamp is ON:> 
By pushing down the lever to the B auto side, the 
mower lowers and the rotary blade rotates. 
By pulling up the lever to the A lifting side, the 
rotary blade stops and lifts only while the lever is 
being operated. 
 

③③③③ Lapping button 
This button is used to rotate the rotary blades 
reversely. By pressing the lapping button to light 
the lamp and lowering the lifting/lowering lever to 
the B auto side, the rotary blades reverse. By 
pushing up the button to the A rising side, the 
blade stops. 
 

 

Warning 
Do not press the mowing button and lapping 
button at the same time. 



Section 5  Inspections before operation and work 

Be sure to inspect the machine before starting operation and work. 
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Danger 
● When inspecting, servicing or adjusting the 

machine, be sure to stop the engine and 
apply the parking brake. 

● While the engine is running or hot, never 
supply the oil. You may be burnt. 

● Never replenish the fuel with a cigarette in 
the mouth or illuminate with open flame. After 
replenishing the fuel, tighten the fuel cap 
securely and clean the spilt fuel completely. 
Otherwise, a fire may be caused. 

● If the fuel pipe is damaged, the fuel may leak. 
Be sure to check the fuel pipe. Otherwise, a 
fire may be caused. 

 

Warning 
● For safe and smooth operation, the person 

who uses the machine should inspect the 
machine every day before starting operation. 
If any trouble is detected, repair immediately. 
After completion of operation, check for 
abnormalities. 

● When inspecting or servicing the machine, 
place the machine on a flat and stable 
surface and choke the wheels to prevent the 
machine from falling down or moving. 
Otherwise, the machine may fall down and 
an accident may be caused. 

● If you start the engine for the inspections 
before the operation or work, avoid a closed 
room. 

● When inspecting before operation or work, 
do not permit anybody (particularly children) 
to approach the machine. 

Caution 
● Inspect or service the machine after the 

muffler, engine and other hot parts have 
completely cooled down. Otherwise, you 
may be burnt. 

● Be sure to reinstall covers which are 
removed for inspections or services. 
Otherwise, you may be caught by the rotary 
parts of the machine and injured. 

 
 

1. Physical condition and clothing 
of operator 

①①①① Physical condition 

You should be healthy when working. If you 
cannot concentrate yourself to the work because 
of fatigue, sickness, influence of medicine or 
other reason, do not perform the work. 
Particularly, if you are drunken, pregnant or 
under 18 years old, you should not work. 
 

②②②②    Clothing 

● Avoid loose fitting clothing which may be 
caught by operating lever or machine parts. 

● Wear safety shoes or shoes with creepers. 
● Wear a helmet. 
● Be sure to wear protection goggles, mask, 

gloves or other protectors as required. 
 
* Do not use towel as a headband or neck 

wrap, or do not hung towel from the waist. 
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2. Inspections 

To secure safe and smooth work, the person using this machine should inspect the machine every day 
before starting operation in the following procedure. Repair troubles, if any, immediately. If any trouble is 
noticed during operation, check and service immediately. 

 
 

①①①① Go around the machine and check: Reference page 

● Tire air pressure, wear, damage ········································································································ 62 
● Looseness of wheel installing bolts···································································································· 62 
● Fuel level, leakage, damage of fuel pipe ··························································································· 52 
● Level and contamination of oil in the oil tank, oil leakage·································································· 53 
● Battery electrolyte level ······················································································································ 59 
● Deformation, damage and stain of each part 
● Damage of vehicle parts, looseness of bolts 

 
 

②②②② Open the bonnet and check: 
● Level and contamination of engine oil, fuel leakage····································································· 52,53 
● Cooling water level, leakage, damage of hose·················································································· 57 
● Stain of air cleaner ····························································································································· 58 
● Stretch and damage of cooling fan belt ····························································································· 61 
● Debris or waste grass in the radiator, oil cooler or engine room ······················································· 61 
● Peeled sheathing of wiring cord or loosened connections ································································ 62 

 
 

③③③③ Mower 
● Deformation, damage and wear of rotary blades and lower blade·············································· 41~48 
● Deformation, damage or wear of links 
● Damage or wear of roller 

 
 

④④④④ Operator’s seat 

● Brake working condition····················································································································· 63 
● Travel pedal working condition ·········································································································· 27 
● Steering wheel play···························································································································· 37 

 
 

⑤⑤⑤⑤    Start the engine and check: 

● Color of exhaust gas ·························································································································· 62 
● Operation of lamps and meters····································································································· 25,26 
● Noise or vibration of engine 
 



Section 6  Operation and works 
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1. Running-in (initial 50 hours) 

Handling of a new vehicle in the initial 50 hours is 
very important. Handling in this term may have 
significant influence on the machine life and 
performance. Pay attention to the following 
points particularly during this term. 

(1) Do not start the vehicle suddenly or do not 
apply the brake suddenly. 

(2) Avoid excessive speed or load. 
(3) Warm up the engine sufficiently before 

starting operation. 
(4) Decrease the speed and travel slowly on a 

rough road or slope. 
(5) After running for 50 hours initially, check 

each part and change the oil according to “1. 
Periodical inspection list”, page 50. 

 

2. Starting and stopping the engine 

Warning 
● When starting the engine, be sure to take the 

driver’s seat and confirm the lever position 
and safety around the vehicle. Otherwise, 
injuries may result. 

● Do not start the engine in a closed room. 
Start the engine in well-ventilated out of 
doors. If you should start the engine indoors 
for some reason, well ventilate the room. 
Otherwise, toxication may be caused by the 
exhaust gas, leading to death. 

 

Caution 
● Before and after the operation of the 

machine, be sure to inspect and service the 
machine. Particularly, be sure to inspect and 
service the brake, levers and other operating 
units to secure proper operation. Otherwise, 
injuries or damage of the machine may 
result. 

● While warming up the engine, be sure to 
apply the parking brake. Otherwise, the 
machine may start to run for some reason 
leading to an accident. 

[Caution for handling] 
● The self starter motor consumes a large 

current. Never operate it continuously for 
more than 10 seconds. (If the engine is not 
started within 10 seconds, turn OFF the 
switch once and after more than 1 minute, 
repeat the steps after 4.) 

● While the engine is running, never turn the 
key switch to the [Start] position. 

 
<Safety at start> 
The engine can be started only when all of the 
following conditions are met. 
● The operator takes the driver’s seat. 
● He steps the brake pedal or parking brake. 
● Forward/reverse pedal is at the neutral 

position. 
 
<Safety when the operator leaves the driver’s 
seat> 
When the driver leaves the driver’s seat, the 
safety switch is activated so that the engine 
stops automatically, except when the following 
conditions are met. 
● Parking brake is applied. 
● Forward/reverse pedal is at the neutral 

position. 
 
If the engine starts at the above condition or 
does not automatically stop, the safety unit may 
not be functioning. Have a dealer check and 
repair as required. 
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①①①① Starting the engine 

 

 
 
(1) Move the cock to the [Open] position. 
(2) Take the driver’s seat. 
(3) Step the brake fully or apply the parking 

brake. 
(4) Make sure that the forward/reverse pedal is 

at the neutral position (not stepping). 
(5) Push down the accelerator lever frontward. 
(6) By turning the key switch to the [HEAT] 

position, the glow lamp among the monitor 
lamps lights up. 

(7) After the glow lamp goes out, turn the key 
switch to the [START] position. When the 
engine starts, leave the key. Make sure that 
the charge lamp and the oil pressure lamp in 
the monitor lamps go out. If the lamps do not 
go out, stop the operation immediately and 
find the cause. 

(8) Return the accelerator lever and warm up the 
engine for several minutes at the idling 
speed. 

 
<Warming up> 
This machine operates hydraulically. If warming 
up is neglected, the hydraulic system may fail 
causing an accident. 
In cold districts, as the temperature decreases, 
oil viscosity increases so that hydraulic operation 
may become slower or normal pressure may not 
be obtained. 
To prevent such troubles, be sure to warm up the 
engine up. 

②②②② Stopping the engine 

● By moving the accelerator lever to the [Low 
speed] position and turning the main switch 
to the [OFF] position, the engine stops. 

 
 

3. Lifting and lowering the mower 

 
 
By moving the lifting/lowering lever to the A 
direction, the mower lifts and by moving the lever 
to B direction, the mower lowers. 
By leaving your hand from the lifting/lowering 
lever, the lever returns automatically to the 
neutral position. 
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4. Starting, turning and stopping 

Warning 
● When starting the machine, give a sign to 

people around the machine, make sure of 
the safety and start the machine gently 
avoiding sudden start. otherwise, injuries 
may result. 

● This machine has not acquired a sanction as 
a special-purpose car and cannot travel on 
general roads. 

 You may be punished due to violation of the 
Road Traffic Act. 

● Wear a helmet during operation and when 
moving the machine for safety. 

● Do not allow anybody other than the driver to 
get on the machine. 

● Sudden starting, turning, stopping or 
overspeed are prohibited. Operate the 
machine gently. 

 

①①①① How to start 

Warning 
● Do not change the speed on a slope. 

Otherwise, the machine may run by its own 
weight causing a death or injury. 

(1) Change the speed change lever to the 
desired position. 

(2) Lift the mower with the lifting/lowering lever. 
(3) Release the parking brake. 
(4) By stepping the traveling pedal, the machine 

moves. 
 

[Caution for handling] 
● When traveling, increase the engine speed. 

Otherwise, failure may result. 
● When operating the speed change lever, 

stop the machine. If you operate the lever 
while the machine is moving, failure may be 
caused. 

● Be sure to move the speed change lever 
positively to a desired position. If it is 
positioned midway, gear disengagement may 
result. 

 
<Reference> 
Speed may not be smoothly changed because of 
the claw clutch. Speed may be changed 
smoothly by operating the lever while stepping 
the running pedal lightly. 

②②②② How to turn 

Warning 
● Before turning the machine, reduce the 

running speed sufficiently. If you turn keeping 
a high speed, the machine may turn 
sideways causing injuries. 

● When making a turn, confirm the terrain of 
the ground after completion of work. 

 

③③③③ How to stop and park 

Warning 
● When leaving the machine, select a flat and 

stable surface on the solid ground to park the 
machine. 

● If you should stop the machine on a slope for 
some reason, direct the machine sideways 
and chock the front wheel. 

 
(1) Leave your foot from the traveling pedal and 

step the brake pedal. The machine body 
stops. 

(2) Lower the implement fully. 
(3) Apply the parking brake. 
 

5. Mowing 

A control unit using a micro computer is built in 
this machine to control the implement securing 
high working efficiency. For more complete 
operation, well understand the explanation below 
before operating. 
 

Warning 
● Remove obstacles in the field in advance. 

Otherwise, the rotary blades of the mower 
may be damaged and the mower main body 
and the machine may fail. This is very 
dangerous. 
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①①①① Cautions for operation of mower 

(1) If you operate the mower for the first time, or 
not accustomed to the machine, learn how to 
operate on a flat surface before operating it. 

(2) Determine a mowing method properly 
according to the size or shape of the field, 
layout of trees or other objects. Generally, 
cut the grass of several lines from the 
periphery clockwise and then toward the 
center counterclockwise. 

 

②②②② Cutting the grass 

(1) Start the engine. 
 (Refer to page 32, How to start) 
(2) Move the machine to the point to start 

cutting. 
 (See page 34, How to start) 
(3) Shift the speed change lever to Low speed. 
(4) Increase the engine speed to the highest 

value. 
(5) Push the cutting button to light up the lamp. 
(6) By pulling down the lifting/lowering lever to 

the auto side, the mower lowers. When the 
mower approaches the ground, the rotary 
blades turn. 

(7) Step the front side of the running pedal to cut 
the grass. 

(8) Upon completion of cutting, pull up the 
lifting/lowering lever to lifting side to lift up the 
mower. 

 

Caution 
● After completion of cutting operation, be sure 

to turn off the cutting button lamp. 
 

Danger 
● While the rotary blades are rotating, never 

bring your hands or feet close to the mower 
unit. 

④④④④ Cutting speed 

Always keep the highest rotating speed of the 
cutting blades for smooth cutting operation. By 
setting the accelerator lever of the machine to 
the highest engine speed position, highest speed 
of the cutting blades and the highest output of 
the engine can be obtained. Select the operating 
speed of the machine depending on the grass 
condition, finish, experience of the operator and 
other conditions. Avoid cutting operation under 
overload. 
 

⑤⑤⑤⑤ Cutting operation on a slope 

Danger 
● Do not operate the machine where the 

machine may turn over or slip.  
 Just after the rain, the machine is apt to slip. 

Do not operate the machine under such a 
condition. 

● When operating the machine on a slope, 
understand the entire terrain of the ground in 
advance. 

● Turn the machine at a place of gentler slope 
angle 

● Do not operate the machine on a steep slope 
more than 20 degrees. 
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[ Work flow ] 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 

6. Loading on and unloading from 
truck 

Warning 
● When loading or unloading the machine onto 

or from the truck, place the truck on a flat 
surface not prevented by the traffic, stop the 
engine of the truck, apply the side brake and 
chock the wheels. 

● Select footboards (road boards) with 
sufficient width, length and strength and not 
slipping. Hitch the hook positively on the bed 
of the truck so that the footboards do not 
come out. 

● Load the machine by reversing it. 
● Remove mud, etc. from the tires so that the 

vehicle does not slip on the footboard. 
● Never change the direction of the vehicle on 

the footboards. If the direction should be 
changed, unload the vehicle once and repeat 
the same steps. 

 
 

①①①① Loading and unloading using 
footboards 

<Standards of footboard> 
● Length:···More than 3.5 times the height of 

the truck bed. 
● Width:·····More than 40cm 
● Strength: Can stand the weight of 1500kg 

enough. 
● Treated surface to be not slippery 
● Install the right and left footboards positively 

on a same level, symmetrically about the 
center of the bed. 

Selection of 
operation 

Cutting the grass Lapping 

Push the cutting 
button 

Push the lapping 
button 

Lower the 
lifting/lowering lever 
to auto side 

Lower the 
lifting/lowering lever 
to auto side 

Lamp lights up. 

More unit 
lowering 

Cutting operation 
with the rotary 
blades rotating in 
normal direction to 
auto side 

Lapping operation 
with the rotary 
blades rotating 
reversely direction to 
auto side 

Lamp lights up. 
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<Loading> 
(1) Lift up the implement. 
(2) Load the implement gently in the straight 

direction to the footboards. 
(3) Operate the steering handle carefully not to 

allow the wheels to get out of the footboards. 
(4) After completion of loading, turn the main 

switch to [OFF] and fix the vehicle positively 
with a rope. 

 
<Unloading> 
(1) Unload the machine in the reverse procedure 

to loading. 
 

②②②② Transportation 

Warning 
● Fix the vehicle with a strong rope positively. 

Otherwise, the vehicle may turn over from 
the bed when the brake of the truck is 
suddenly applied, causing an unexpected 
accident. 

 

Caution 
● When transporting the machine on a truck, 

fix the cover with the cover hook to prevent it 
from opening. Otherwise, the cover may 
open by the wind, causing an unexpected 
accident. 

 

 

7. Power steering 

Caution 
● While the engine is running, the steering 

wheel can be steered very lightly. Be careful 
when traveling at a high speed. Otherwise, 
an accident may be caused. 

 
The power steering function is active only while 
the engine is running. When the engine speed is 
low, the steering wheel may be a little heavy. 
This is not a trouble. 
 
[Caution for handling] 
● When the steering wheel is fully turned, the 

relief valve is activated and a signal sound is 
generated. It may be ignored for a short time 
but operation should not be continued while 
this sound is generated. 

● Do not steer the steering wheel while the 
vehicle stops (rest steering) unless it is 
required for some reason since the tire or rim 
is damaged. 
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8. Description of decals 

(Following decals are used for the front mower.) 
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1. Care after operation 

Danger 
● When covering the machine with a sheet, 

stop the engine and confirm that the engine 
and muffler have completely cooled down. 
Otherwise, a fire may arise. 

 
After the operation, wash the machine in water, 
then wipe away the water and supply grease to 
each grease nipple. 
 

Caution 

● When inspecting, servicing or repairing the 
machine, be sure to stop the engine. 
Otherwise, injuries may be caused. 

● Inspect or service the machine after the 
muffler, engine and other heated parts have 
completely cooled down. Otherwise, you 
may be burnt. 

 
[Cautions for handling] 
● Avoid water from sprinkling over the 

electrical components as far as possible. 
Failure may result. 

 

2. Opening and closing the bonnet 

Remove the latch of the bonnet and lift up the 
bonnet holding the grip. 
 

 

3. Cleaning the radiator 

(1) Pull down the front screen frontward. 
 

 
 
(2) Remove grass and other dust from the 

radiator surface. 
 Grass fallen down can be brought out by 

opening the opening/closing shutter. 
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4. Care when not in use for a long 
time 

Warning 

● When storing the machine, remove the 
battery and pull out the key and keep them in 
custody. Otherwise, an accident may result. 

 
When storing the vehicle for a long time (more 
than 1 month), service as follows before storing. 
 
(1) Place a board and lower the implement in a 

dry and well ventilated place. 
 
(2) Coat the parts on the exterior apt to be 

rusted with rustproof oil, engine oil or grease. 
 
(3) Fill the fuel tank with fuel. If the tank is left 

empty, water drops are generated causing 
the rust. Keep the fuel cock in the [OFF] 
(closed) condition. 

 
(4) Charge the battery fully, remove it from the 

machine as far as possible and keep it in a 
well-ventilated, cold and dark place. When 
keeping the battery on the vehicle, be sure to 
disconnect the earth (–) side. 

 
(5) Drain the cooling water. 
 
(6) Pull out the key and store it at a place other 

than the vehicle. 
 
[Caution for handling] 
● Battery is naturally discharged even the 

machine is not operated. Charge it fully with 
a charger every month. 
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1. Removing the mower 

Warning 

● Install or remove the mower on a flat and 
stable surface. In the night time, illuminate 
properly. Otherwise, an accident may result. 

● When installing or removing the mower by 
moving the machine, do not permit a person 
to be around the machine or to get between 
the machine and mower. Otherwise, injuries 
may result. 

 
(1) Lower the mower unit. 
 
(2) Loosen the bolt tightening the gear motor 

and remove the gear motor. 
 
(3) Pull out the L-shaped pin from the lowering 

arm. 
 
(4) Remove the fixing bolt above the draw arm 

and remove the mower unit. 
 
● Install the mower in the reverse order to that 

described above. 
 
[Caution for handling] 
● Install the gear motor taking care so that the 

movement of the rotary blade does not 
become heavy. 

 

 

 
 

2. Adjusting the cutting quality 

● In order to prevent accidents by the rotary 
blades during the transportation, a wide 
interval is provided between the rotary 
blades and lower blade at the time of 
shipment. The interval should be adjusted 
before starting the cutting operation. 

● If the cutting quality deteriorates during 
operation, the rotary blades should be 
ground and the interval between the rotary 
blades and lower blade should be adjusted. 

 

Danger 
● When adjusting, be sure to stop the engine 

and adjust after the cutting blades stop 
rotating. 

● To rotate the rotary blades, be sure to use 
the blade aligning fixture. 

● Do not touch the rotary blades directly by 
hand. 

 
(1) Insert a piece of newspaper torn into a strip 

between the rotary blades and lower blade  
at the center, and right and left sides of the 
rotary blades, turn the rotary blades in the 
direction of the lower blade using the blade 
aligning fixture and test the cutting quality. 

 
● If the interval is too long, adjust in the 

following procedure. 



 

42 

Section 8  Handling of mower 

 
 
(2) Turn the adjusting nuts (right and left) 

clockwise with a spanner and decrease the 
clearance between the rotary blades and 
lower blade. 

 
● The clearance between the rotary blades 

and lower blade decreases by rotating the 
adjusting nut clockwise and increases by 
rotating the adjusting nut counterclockwise. 

 

 
 
(3) Test the cutting quality with a piece of 

newspaper torn into a strip at the center, and 
right and left sides of the rotary blades. 
Repeat the adjustment until the newspaper 
can be cut easily. 

 
● Make sure that the newspaper can be cut in 

the same way at any position of all the 
blades and that the blade rotates smoothly. 

● If the cutting quality is not improved by the 
adjustment, lap (grind) the blade. (See 
Adjustment of cutting quality by lapping 
(grinding),on page 46.) 

3. Positioning of No. 4 and 5 
mowers for maintenance 

● No.4 and 5 mowers can be positioned as 
shown below when servicing them for 
maintenance. 

 
(1) Position when changing the rear roller 

bracket and discharge cover positions 
 

 
 
● Lower the reel on a flat and stable ground. 
● Pull out the L-shaped pin from the rolling 

arm. 
● Turn the rear roller of the reel unit to the 

front. 
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(2) Position when lapping 
 

 
 
● Lower the reel on a flat and stable ground. 
● Pull out the L-shaped pin from the rolling 

arm. 
● Turn the front roller of the reel unit to the 

front. 
 
(3) Position when adjusting the cutting height 
 

 
 
● Determine the position in the same way as in 

lapping. 
● Hold the both edges of the front roller and 

turn the roller upward. 

 
 
● To return to the original position, start the 

engine and move the lifting/lowering lever to 
the lifting side. When the reel unit lifted 
above the ground, move the lifting/lowering 
lever to the lowering side. Then the mowers 
return to the position of lapping. 
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4. Adjusting the cutting height 

● Before adjusting the cutting height, align the 
rotary blades and lower blade. 

● Adjust the cutting height for all of the 5 
mower units. 

● To cut the grass evenly to a required height, 
adjust the front and rear rollers. 

 
(1) Lift the mower and stop the engine. 
 
(2) Position the No.4 and 5 units to the 

maintenance position. 
 
(3) Tighten the rear roller bracket to be in the 

desired cutting height range. 
 
Rear roller bracket tightening position in cutting 
height range 
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(3) Loosen the butterfly nut of the cutting height 
gauge nut, measure the clearance between 
the screw head bottom and gauge (below the 
screw neck) with a measure, adjust the size 
to the mowing height, and fix the screw 
tightening the butterfly nut. 

 
● This size is the grass cutting height. 
 

 
 
(4) Loosen the nut tightening the front roller 

bracket. 
 
(5) Apply the cutting height gauge to the point of 

the front roller coming in contact with the 
ground and the rear roller, and adjust with 
the adjusting bolt so that the screw neck 
under at the gauge center is aligned with the 
top surface of the lower blade. 

 
(6) Make adjustment in the same way for both 

the right and left sides. 
 
(7) Tighten the fixing nut to fix the front roller 

bracket positively. 
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5. Adjusting the cutting quality by 
lapping (grinding) 

Warning 
● Be sure to use the blade aligning fixture to 

rotate the rotary blade. 
● Be sure to coat the rotary blade with abrasive 

using a brush. 
 
(1) Set the change-over valve levers to the stop 

side at 5 points. 
 
(2) Insert a strip of newspaper between the 

rotary blades and lower blade, turn the reel 
blade counterclockwise with the blade 
aligning fixture to cut the newspaper, to test 
the cutting quality. Mark a point of good 
cutting quality with chalk, etc. 

 
● Test the cutting quality in the above 

procedure for each blade on the overall 
width. 

 
(3) Lower the mower and position the No.4 and 

5 units to the lapping position. 
 (Refer to the maintenance position for No.4 

and 5 units on page 42.) 
 
(4) Attach the abrasive to a brush and coat the 

top surface of the rotary blade marked in 
above (2) evenly. 

 
● Compound is coated on the area of good 

cutting quality because the sharp points are 
higher while dull points have been worn 
away and become lower. The higher points 
of the blade should be ground to make the 
height of the rotary blades even. (Never coat 
the dull points with the compound.) 

● Use a compound of mixed lapping 
compound (#120 - #180) and oil (or neutral 
detergent) at a rate of 1 : 3 – 4. 

 
(5) Start the engine and push the lapping button 

to light up the lamp. 
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(6) Move the change-over valve lever 
gradually to the rotating side. The rotary 
blade starts to rotate. Adjust the rotating 
speed to a desired value with the lever. 

 
(7) Keep grinding for some time. When the 

contact sound disappears, move the 
change-over valve to the stop side to stop 
rotating and stop the engine. 

 
(8) Spread the compound in steps to points of 

low cutting quality (where no mark was put 
in (2)) and repeat the grinding process. 

 
(9) After completion of uniform grinding of the 

rotary blade, stop the engine. Coat the 
rotary blade evenly with the compound and 
grind it for finishing about 1 minute. 

 
(10) After completion of finish grinding, wash 

the rotary blades and lower blade 
completely in water to remove the 
compound. 

 
(11) Test and adjust the cutting quality. (Refer to 

the cutting quality adjustment on page 41.) 
 
(12) Move the change-over valve lever to the 

rotating side. 
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6. Down pressure spring 

● Each mower is provided with a down 
pressure spring. The spring functions to keep 
the mower and ground always in contact with 
each other to improve the cutting quality. 
When changing the cutting quality or to 
optimize the cutting quality, check and adjust 
the spring. 

 

 
 
(1) After adjusting the cutting height of each unit, 

lower the mower unit on a flat ground and 
measure the spring size. 

 
(2) Loosen the nut Z to adjust the size A to be 

30mm ± 2mm. By this adjustment, down 
pressure load of all of the 5 units becomes 
constant. 

 
(3) Adjust the nut Y so that the size B is 5mm ± 

2mm. 
 By this adjustment, angle to be adapted to 

angulation becomes constant. 

7. Fixing the mower steering angle 

● Steering angle of each mower is provided so 
that the damage on the turf at the time of 
turning of the machine is reduced. The 
steering angle can be fixed depending on the 
operating conditions. 

 

 
 
(1) Lower the mower unit on a flat ground and 

pull out the L-shaped pin. 
 
(2) Insert the L-shaped pin into the upper hole. If 

it cannot be easily inserted, move the 
steering angle of the mower unit and try to 
insert it again. 
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Warning 

● Periodical inspections and services should 
be performed in a place clear of traffic danger. 
Place the machine on a flat and stable 
ground not to allow the vehicle to fall down or 
move, applying the parking brake and choke. 
Otherwise, accidents may result. 

 
 

Cautions 
● Have the machine undergone periodical 

semiannual inspections and services. 
Replace the fuel pipe and power steering 
hose every 2 years. Otherwise, accidents or 
machine failure may result. 

● When inspecting, servicing or repairing the 
machine, be sure to stop the engine. 

● Be sure to reinstall covers which were 
removed for inspections or services. 
Otherwise, somebody may be caught by the 
rotary parts of the machine and injured. 

Every day inspections and services secure the 
machine performance and safe and smooth 
works. 
In order to prevent troubles due to imperfect 
services of the machine, have it undergone 
periodical semiannual inspections and services 
by the dealer to secure safety of each part. In 
particular, replace the fuel pipe, power steering 
hose, radiator hose and other rubber parts and 
electric wiring every 2 years to keep the best 
condition of the machine for safe operation. 
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Section 9  Periodical inspections and services 

1. Periodical inspection list 
 Main machine 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

2. Oil grease and antifreeze solution 
 
 
 
 
 
 
 
 
 
 
 
 

 
○ Inspection ● Replacement 
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Check every 5 hours after start of operation. 
Engine oil 

●  ●  ●  ●  ●  ●  
52 

HST oil ○ ○ ○ ○ ○ ● ○ ○ ○ ○ ○ ● 53 

Transmission oil  ○  ○  ○  ○  ○  ● 54 

Rear axle oil  ○  ○  ○  ○  ○  ● 54 

Engine oil element ●    ●    ●    55 

Hydraulic oil filter ●      ●      55 

HST oil filter ●      ●      55 

Suction strainer      ●      ● 56 

Wash every 100 hours, replace every 600 hours. 
Fuel filter (element) 

 Wash.  Wash.  Wash.  Wash.  Wash.  ● 
56 

Air cleaner element 
Inspect before start operation or every 10 hours of 
operation, clean every 100 hours, replace after cleaning 6 
times. 

58 

Cooling fan belt ○ ○ ○ Adjust ○ ○ ○ Adjust ○ ○ ○ Adjust 61 

Battery electrode Inspect every 25 hours. 59 

Grease ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ 60 

Radiator cooling water 
Clean before starting operation or every 10 hours 
(replace yearly). 

57 

Remove clogged dust of radiator. Clean before starting operation or every 10 hours. 61 

Tire air pressure ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ 62 

Tire wheel tightening torque ○    ○    ○    62 

Fuel (F) Diesel light oil 

Engine oil (E.O.) 10W-30 (API classification CC, CD class) 

Hydraulic oil (H.O.) SHIBAURA genuine HST oil (ISOVG 46) 

Cooling water (C) Antifreeze, cast roll LLC-95 
(At the time of shipment, mixing ratio of the antifreeze is set 
based on the external temperature of –30º.) 

Grease (C.G.) Universal grease No.2 

Battery electrolyte (D.W.) Distilled water 

Transmission oil (G.O.) SAE90 

Rear axle oil (G.O.) SAE80 
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3. Oil and water supply list 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Oil 
maintenance 
item 
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① 
Implement 
(reel) 

C.G.  50  40 

② Cylinder C.C.  50  10 

③ Lift arm C.G.  50  15 

④ 
Hydraulic oil 
transmission 

G.O. 32 50 600 1 

⑤ Rear axle case G.O. 1.3 50 600 1 

⑥ Rear axle final G.O. 0.5 50 600 2 

⑦ 
Hydraulic oil 
tank 

G.O. 38 50 600 1 

⑧ Fuel tank F. 42 
Before starting 
operation 

1 

⑨ Engine oil E.O. 5.5 50 100 1 

⑩ Radiator W. 6.5 
Before starting 
operation 

1 

⑪ 
Steering 
system 

C.G.  50  2 

⑫ Pedal shaft C.G.  50  5 

⑬ Battery D.W.  50  1 

Oil used 
 
E.O. 
Diesel engine oil 
All season, SAE10W/30 

–5℃~25℃: SAE20W 

10℃~35℃: SAE30 

G.O. 
HST oil, equivalent to ISO VG46 
C.G. 
Chassis grease or universal 
grease No.2 
F: Light oil 
W: Coolant 
D.W: Distilled water 
 
Cautions: 
Change both E.O and G.O after 
the initial 50 hours of operation. 
When supplying oil, stop the 
engine and keep away a fire. 
If opening the radiator cap while 
the engine is hot, be careful 
sufficiently. 

Supply oil to pins and links other than above ones as required. 
 
● Supply oil to each linkage other than above ones as required. 
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4. Checking the fuel level and 
replenishing the oil 

Danger 
● Do not replenish the fuel with a cigarette in 

the mouth or do not illuminate by an open 
fire. 

● After replenishing the fuel, tighten the fuel 
cap positively and wipe away spilt fuel 
completely. 

● Never supply oil while the engine is running 
or hot. Otherwise, a fire may be caused. 

 
(1) Check the oil level on the fuel gauge. If the 

oil level is low, remove the fuel cap on the left 
side of the machine and replenish the fuel 
from the filler port. 

 

 
 
 
[Cautions for handling] 
● If the fuel in the tank is low, the fuel may be 

exhausted when running on a slope. Supply 
oil ahead of time. 

● When the external atmospheric temperature 
is below –10º, use Special No.3 light oil. 
Otherwise, the fuel may not flow. 

5. Checking and changing oil at 
each part 

Danger 
● Never supply oil while the engine is running 

or hot. Otherwise, a fire or burning may be 
caused. 

 

Caution 

● Do not change the oil immediately after the 
engine stops. Otherwise, a fire or burning 
may be caused. 

 

①①①① Engine oil 
Change the oil after the initial 50 hours of 
operation and then every 100 hours thereafter. 
 
Inspection 
 
Pull out the dipstick gauge, wipe the gauge 
cleanly, insert it again, and pull it out again and 
check if the oil is between the upper and lower 
limits on the gauge. If the oil is not enough, 
replenish the oil to the specified level on the 
dipstick gauge from the oil filler port. 
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[Cautions for handling] 
● Check the oil level before the engine is 

started or when cold. 
● Stop the machine on a horizontal surface and 

check the oil level at a horizontal condition. 
● Never flow the exhaust oil to a river or 

sewage. Have a specialized dealer dispose 
of the exhaust oil or take some other proper 
means. 

 
Changing the oil 
 
Drain oil from the drain plug under the engine. 
After the oil is completely drained, tighten the 
drain plug and supply new oil from the oil inlet. 
 

 
 

②②②②    HST oil 
Change the HST oil every 300 hours. 
 
Inspection 
 
Lower the implement and check the oil level on 
the level gauge in the hydraulic tank (right side). 
If the oil level is below the center line, supply oil 
from the oil filler port up to the specified line (1/2 
to 2/3 on the level gauge). 
 

 

Removing the oil filler cap 

 
Open the rear cover and front cover. By 
loosening the bolt fixing the upper cover of the 
hydraulic tank, the cover can be removed. After 
supplying the oil, retighten the bolt. 
 
Changing the oil 
 
Drain the oil from the drain plug under the 
hydraulic oil tank. Oil can be drained smoothly if 
it is drained while still warm. (Be careful if the oil 
is hot.) 
After the oil is completely drained, tighten the 
drain plug and supply new oil from the oil filler 
port. 
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Section 9  Periodical inspections and services 

③③③③ Transmission oil 
Exchange the front transmission oil every 600 
hours. 
 
Inspection 
 
Oil filler port and level gauge are positioned 
under the seat. Pull down the seat frontward and 
check and change the oil. 
Pull out the dipstick gauge, wipe the tip cleanly, 
insert and pull it out again and check if the oil 
level is between the upper and lower limits on the 
gauge. If the oil level is too low, replenish the oil 
from the oil filler port to the specified line on the 
dipstick gauge. 
 

 
 
Changing the oil 
 
Drain the oil from the drain plug under the 
transmission case. The oil can be drained 
smoothly by discharging it while the oil is warm. 
(Be careful if the oil is hot.) 
When the oil is completely drained, tighten the 
drain plug and replenish the new oil from the oil 
filler port. 
 

 

④④④④ Rear axle oil 
Change the rear axle oil every 600 hours. 
 
Inspection 
 
Pull out the plug from the oil filler port on the left 
above the rear axle, wipe the gauge top cleanly, 
just insert the gauge without screwing, pull it out 
again, and check if the oil is between the upper 
limit and lower limit. If the oil level is too low, 
replenish the oil from the oil filler port to the 
specified line on the gauge. 
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Changing the oil 
 
Drain the oil from the rear axle center, and right 
and left drain plugs under the rear axle. After 
draining the oil completely, tighten the drain plug, 
and supply new oil from the oil filler port on the 
left above the rear axle and right and left sides. 
 

 

6. Replacing the elements 

①①①①    Engine oil element 
The element is of the cartridge type. Replace the 
element after 50 hours of operation first, and 
then every 200 hours thereafter. 
 

 
 
Changing the oil 
 
(1) After draining the engine oil, turn the 

cartridge clockwise and remove it with a filter 
wrench. 

 
(2) Coat the rubber ring at the bottom of the new 

cartridge with a small amount of oil and 
install it positively by hand. 

 
(3) After changing the engine oil, start the 

engine and keep to run until the hydraulic 
pilot lamp goes out. 

 
(4) After the hydraulic pilot lamp goes out, stop 

the engine, check the oil level again with the 
dipstick gauge and replenish if not enough. 
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Section 9  Periodical inspections and services 

②②②② Oil filter 
The oil filter is of the cartridge type. Replace the 
oil filter after 50 hours of operation first and then 
every 300 hours thereafter. 
 

 
 
Changing the oil 
 
(1) After draining the hydraulic oil, turn the filter 

cartridge counterclockwise and remove. 
 
(2) Coat the rubber ring at the bottom of the new 

filter with a small amount of oil and install it 
positively by hand. 

 
(3) After changing the hydraulic oil, check the oil 

level on the level gauge with the engine 
idling and replenish the oil if required. 

 

 
 

③③③③ Suction strainer 
Replace the suction strainer when changing the 
HST oil. 

 
 
(1) After draining the HST oil, turn the strainer in 

the hydraulic oil tank clockwise and remove. 
 
(2) Install a new strainer positively. 
 

④④④④ Fuel filter 
Wash the fuel filter every 100 hours and replace 
every 600 hours. 
 
Cleaning and replacement 
 
(1) Move the fuel cock to the “C” position 

(closed). 
 
(2) Remove the filter cup and remove water and 

dust in the filter cup. 
 
(3) After washing the filter, install it to the original 

position and move the fuel cock to the “C” 
position (opened). 

 

 
 
This machine is provided with an automatic fuel 
air discharging function. Therefore, air 
discharging is not required. 
 
(4) Replace the fuel filter every 200 hours. 
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7. Inspecting and changing the 
cooling water 

Danger 
● Do not open the radiator cap while the 

engine is running or immediately after the 
engine stops. Stop the engine and wait until 
the engine has cooled down before opening 
the cap. Otherwise, hot water gushes out 
and you may be burnt. 

 

 
 
Inspection 
 
Open the bonnet and check if the water level in 
the reserve tank is between the upper and lower 
limits. If the water level is too low, supply 
antifreeze from the water filler port of the reserve 
tank. 
 
Replacement 
 
(1) Remove the radiator cap, loosen the drain 

plug and drain the water in the radiator 
completely. 

 
(2) Loosen the drain cock on the right side of the 

engine and drain the water in the engine. 

 
 
(3) Wash the radiator inside in city water until no 

dust or rust comes out. 
 
* By supplying water mixed with radiator 

detergent, idling the engine for more than 15 
minutes and discharging the water, the 
radiator inside can be more completely 
cleaned. 

 
(4) Tighten the drain plug, supply antifreeze to 

the specified level, and add fresh water until 
overflowing. 

 
(5) Install the radiator cap, start the engine to 

mix the antifreeze and fresh water. 
 
<Handling of antifreeze> 
Antifreeze acts to decrease the water freezing 
temperature. Depending on the mixture ratio of 
antifreeze, the freezing temperature varies. In 
cold districts, select a safety density referring to 
the table below. The antifreeze at the time of 
factory shipment is based on the external 

atmospheric temperature of –30℃. 

 
Antifreeze mixing ratio 
 

Outside air 
temperature 

–5ºC –10ºC –15ºC –20ºC –25ºC –30ºC 

Water (%) 82 73 66 61 55 49 R
a
ti
o
 

Antifreeze (%) 18 27 34 39 45 51 
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Section 9  Periodical inspections and services 

[Cautions for handling] 
● When changing the cooling water, be sure to 

add rustproof solution and idle the engine for 
5 minutes to facilitate the mixing of rustproof 
solution. 

● Mixing ratio varies a little depending on 
manufacturers. Follow the instruction of the 
manufacturer shown in its instruction 
manual. 

● If the cooling water naturally decreases, 
replenish only fresh water. (When 
semi-permanent type of solution is used, 
measure to confirm the specific gravity.) 

● Effective term of antifreeze is one year. 
Change the antifreeze yearly. 

8. Cleaning and replacing the air 
cleaner element 

The air cleaner removes sand from the air 
flowing in to prevent wear of the cylinder liner 
and piston ring and secure the smooth running of 
the engine. 
The air cleaner is composed of the outer and 
inner elements. 
 

 
 
Clean the outer element every 100 hours and 
replace after cleaning 6 times. When the 
machine is operated in dusty place, clean the 
outer element at a shorter interval and replace 
the element before the specified time limit. 
Replace the inner element every 3 times of 
replacement of the outer element or 1000 hours, 
whichever comes earlier. 
 
<Cleaning the air cleaner element> 
 
(1) Open the bonnet. 
 
(2) Remove the clip, remove the dust cup and 

pull out the element in the dust cup. Blow the 
air from the inside of the element or give it 
vibration to remove dust. Be careful not to 
damage the fun. 
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9. Inspecting the battery 

Danger 
● When inspecting or charging the battery, 

never permit a fire near the battery. 
Otherwise, the electrolyte may catch a fire 
and you may be injured. 

● Do not allow the battery electrolyte to attach 
to your body or clothing. If the electrolyte 
attaches to your body or clothing, wash it out 
immediately. Otherwise, the clothing may be 
broken or you may be burnt. 

 

Caution 

● When installing the battery, connect the 
positive (+) terminal first. To remove it, 
disconnect the negative (–) terminal first. 
Otherwise, the battery may be short-circuited 
and you may be burnt. 

 
Check to see that the electrolyte is between the 
upper and lower limit lines from the inspection 
port of the battery cover. If the electrolyte is not 
enough in some cell, replenish the distilled water 
up to the upper limit line. 

 
 
 
[Caution for handling] 
● If a cell of the battery is excessively filled with 

electrolyte, the electrolyte overflows at the 
time of charging and corrodes metallic parts. 

● Avoid quick charging. 
● When replacing the battery, be sure to use a 

new battery of the capacity as specified in 
the instruction manual. 

● Do not leave or discard the used battery for 
the reason of environmental preservation 
and resource recycle. Be sure to hand it to 
the store where you bought it. Then the 
battery will be recycled as resource. 

Warning 

● Make sure that the battery level is between 
the upper and lower limits. Do not allow it to 
be under the lower limit. Otherwise, the pole 
connecting area is exposed out of the 
electrolyte, spark is generated at the time of 
engine start, and the gas in the vessel 
catches the fire leading to explosion. 

 

10. Inspecting the pipes 

Danger 
● Check the fuel pipe, radiator hose, and 

power steering hose for damages, fuel, oil or 
water leakage and loosened tightening 
bands. Replace the pipes and hoses every 2 
years even if they are not damaged. 

 
 

11. Inspecting the electric wiring 

Warning 

● Check if the wiring cord is not in contact with 
other parts, and check for peeled sheathing 
or loosened tightening, every day before 
starting operation. 

● Remove the grass or debris from the battery 
and wiring before and after the operation. 
Otherwise, short-circuit may result leading to 
a fire. 




